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§1060.137

(i) Use the component codes to iden-
tify each certified fuel-system compo-
nent on the label specified in this para-
graph (b).

(ii) Identify the emission family on
the label using EPA’s standardized des-
ignation or an abbreviated equipment
code that you establish in your appli-
cation for -certification. Equipment
manufacturers that also certify their
engines with respect to exhaust emis-
sions may use the same emission fam-
ily name for both exhaust and evapo-
rative emissions. If you use the provi-
sions of this paragraph (b)(5)(ii), you
must identify all the certified fuel-sys-
tem components and the associated
component codes in your application
for certification. In this case the label
specified in this paragraph (b) may
omit the information related to spe-
cific fuel-system components.

(c) If you produce equipment without
certifying with respect to evaporative
emissions, the equipment label speci-
fied in paragraph (a) of this section
must—

(1) State: “MEETS U.S. EPA EVAP
STANDARDS USING CERTIFIED
COMPONENTS.”

(2) Include your corporate name.

(d) You may add information to the
emission control information label as
follows:

(1) You may identify other emission
standards that the engine meets or
does not meet (such as California
standards). You may include this infor-
mation by adding it to the statement
we specify or by including a separate
statement.

(2) You may add other information to
ensure that the engine will be properly
maintained and used.

(3) You may add appropriate features
to prevent counterfeit labels. For ex-
ample, you may include the engine’s
unique identification number on the
label.

(e) Anyone subject to the labeling re-
quirements in this part 1060 may ask us
to approve modified labeling require-
ments if it is necessary or appropriate.
We will approve the request if the al-
ternate label is consistent with the re-
quirements of this part.

[73 FR 59298, Oct. 8, 2008, as amended at 75 FR
23026, Apr. 30, 2010]
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§1060.137 How must I label and iden-
tify the fuel-system components I
produce?

The requirements of this section
apply for manufacturers of fuel-system
components subject to emission stand-
ards under this part 1060. However,
these requirements do not apply if you
produce fuel-system components that
will be covered by a certificate of con-
formity from another company under
§1060.601(f). These requirements also do
not apply for components you certify if
you also certify the equipment in
which the component is installed and
meet the Ilabeling requirements in
§1060.135.

(a) Label the components identified
in this paragraph (a), unless the com-
ponents are too small to be properly la-
beled. Unless we approve otherwise, we
consider parts large enough to be prop-
erly labeled if they have space for 12
characters in six-point font (approxi-
mately 2 mm x 12 mm). For these small
parts, you may omit the label as long
as you identify those part numbers in
your maintenance and installation in-
structions.

(1) All fuel tanks, except for metal
fuel tanks that are deemed certified
under §1060.103(f).

(2) Fuel lines. This includes primer
bulbs unless they are excluded from the
definition of ‘‘fuel line’”’ under the
standard-setting part. Label primer
bulbs separately.

(3) Carbon canisters.

(4) Fuel caps, as described in this
paragraph (a)(4). Fuel caps must be la-
beled if they are separately certified
under §1060.103 or if the diurnal control
system requires that the fuel tank hold
pressure. Fuel caps must also be la-
beled if they are mounted directly on
the fuel tank, unless the fuel tank is
certified based on a worst-case fuel cap.

(5) Replaceable pressure-relief assem-
blies. This does not apply if the compo-
nent is integral to the fuel tank or fuel
cap.

(6) Other components we determine
to be critical to the proper functioning
of evaporative emission controls.

(b) Label your certified fuel-system
components at the time of manufac-
ture. The label must be—

(1) Attached so it is not removable
without being destroyed or defaced.
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This may involve printing directly on
the product. For molded products, you
may use the mold to apply the label.

(2) Durable and readable for the
equipment’s entire life.

(3) Written in English.

(c) Except as specified in paragraph
(d) of this section, you must create the
label specified in paragraph (b) of this
section as follows:

(1) Include your corporate name. You
may identify another company instead
of yours if you comply with the provi-
sions of §1054.640.

(2) Include EPA’s standardized des-
ignation for the emission family.

(3) State: “EPA COMPLIANT”.

(4) Fuel tank labels must identify the
FEL, if applicable.

(5) Fuel line labels must identify the
applicable permeation level. This may
involve any of the following ap-
proaches:

(i) Identify the applicable numerical
emission standard (such as 15 g/m?¥%/
day).

(ii) Identify the applicable emission
standards using EPA classifications
(such as EPA Nonroad Fuel Lines).

(iii) Identify the applicable industry
standard specification (such as SAE J30
R12).

(6) Fuel line labels must be contin-
uous, with no more than 12 inches be-
fore repeating. We will consider labels
to be continuous if the space between
repeating segments is no longer than
that of the repeated information. You
may add a continuous stripe or other
pattern to help identify the particular
type or grade of your products.

(d) You may create an abbreviated
label for your components. Such a label
may rely on codes to identify the com-
ponent. The code must at a minimum
identify the certification status, your
corporate name, and the emission fam-
ily. For example, XYZ Manufacturing
may label its fuel lines as “EPA-XYZ-
Al15” to designate that their ‘Al15”
family was certified to meet EPA’s 15
g/m?day standard. If you do this, you
must describe the abbreviated label in
your application for certification and
identify all the associated information
specified in paragraph (c) of this sec-
tion.

§1060.201

(e) You may ask us to approve modi-
fied labeling requirements in this sec-
tion as described in §1060.135(e).

[73 FR 59298, Oct. 8, 2008, as amended at 75 FR
23026, Apr. 30, 2010]

Subpart C—Certifying Emission
Families

§1060.201 What are the general re-
quirements for obtaining a certifi-
cate of conformity?

Manufacturers of engines, equipment,
or fuel-system components may need
to certify their products with respect
to evaporative emission standards as
described in §§1060.1 and 1060.601. See
§1060.202 for requirements related to
certifying with respect to the require-
ments specified in §1060.101(f). The fol-
lowing general requirements apply for
obtaining a certificate of conformity:

(a) You must send us a separate ap-
plication for a certificate of con-
formity for each emission family. A
certificate of conformity for equipment
is valid starting with the indicated ef-
fective date but it is not valid for any
production after December 31 of the
model year for which it is issued. No
certificate will be issued after Decem-
ber 31 of the model year. A certificate
of conformity for a component is valid
starting with the indicated effective
date but it is not valid for any produc-
tion after the end of the production pe-
riod for which it is issued.

(b) The application must contain all
the information required by this part
and must not include false or incom-
plete statements or information (see
§1060.255).

(c) We may ask you to include less
information than we specify in this
subpart as long as you maintain all the
information required by §1060.250. For
example, equipment manufacturers
might use only components that are
certified by other companies to meet
applicable emission standards, in which
case we would not require submission
of emission data already submitted by
the component manufacturer.

(d) You must use good engineering
judgment for all decisions related to
your application (see 40 CFR 1068.5).

(e) An authorized representative of
your company must approve and sign
the application.
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